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MOISTURE METER 
 
Introdution: 
 

The moisture meter in walls and wood measures the humidity of the target 

material by detecting the electrical resistivity using two pins. The device has a 

low-power chip of intelligent design and the humidity level is displayed on an 

LCD screen. It also has the advantage of being compact, simple to use, it 

performs measurements quickly so it is indicated to take it to the work field 
. 
 
 
 
 
 
 
 
 
 
 
 
 
Safety instructions 
 
Failure to follow the instructions below may result in electric shock or personal injury. 
 
- Please read this manual carefully before using this product. 
- Do not remove any labels from this product. 
- Do not use the product in the presence of explosive or flammable gases. 
- Beware of pins. 
- Do not use the laser tool with children or allow children to use the device. 
- Replace the cap while not in use to avoid damaging the pins. 
- The pins are very sharp, so be sure to attach the protector after use, otherwise it may be damaged. 
 
 
 
 
 
Battery Safety Instructions 
- Please remove the batteries when cleaning this product. 
- Remove the batteries before storing the device for a long period of time. 
- Please insert the batteries correctly as the negative and positive pole instructions indicate. 
- Please dispose of the batteries correctly. High temperatures can cause explosions. 
- Place insulating tape around the battery to avoid contact with other objects. 
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A- Protective cover. 
B- Pines. 
C- LCD screen. 
D- LED Moisture indicator. 
E- LED dry indicator. 
F- Measure mode button. 
G- Power button. 
H- LED indicator of excessive humidity. 
I- Data retention button. Maintain pressed this button to turn off the sound of the device. 
J- Battery compartment. 
K- Protective cover for the pins. 
 

Display screen 
 

 
 

A- Low battery indicator. 
B- Measured result 
C- Wood mode indicator 
D- Data retention indicator. 
E- Indicator of construction materials mode.. 

 
 
Operating Instructions 
 
- Battery Installation 
 Open the battery compartment cover on the back of the tool and connect a 9V battery (6F22 or 6LR61) 
according to the signal marked on the compartment and replace the cover. 
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1. - Moisture measurement 
2. Remove the protection cap and remove the protection from the pins. 
2. Press the power button to turn on the device. The bottom LED will light up and the LCD screen 
will light up. By default, the measuring mode is wood, use the F button to select the desired 
measuring mode. 
3. Insert the two pins into the material to be measured. 
4. Under wood mode, the reading is displayed on the LCD with a range of 5%~50%. If the range is 

less than 5%, the display will show and when it is greater than 50% the display will show. 
5. Under building materials mode, the reading is shown on the LCD with a range of 1.5%~33%. If the 

range is less than 1.5%, the display will show and when it is greater than 33%, the display will show. 
6. Press the data hold button during measurement the HOLD symbol will appear on the display 

retaining the data, press the button again to remove the HOLD symbol from the display. 
7. Holding down the data hold button will turn off the sound during measurement. 
8. Press and hold the power button for two seconds to turn off the device. 

 
 
 
- LED Indicator 
◦ Blue Led: 5%-11.9%, Dry. 
◦ Green led: 12%-19.9%, Humid. 
◦ Red LED: 20%-50%, Excessive Humidity 
 
- Calibration Instructions 
The product has an external calibration function. Remove the protective cap, turn on the device, and place the 
two pins in two holes in the back of the cap. The result to be displayed must be between 17%-18%. If it is not in 
this range, the device has precision problems so it needs to be repaired and calibrated. 
 
- Operating Instructions 
◦ Please replace the battery when the device cannot be turned on or has a low battery indicator. 
◦ Wood moisture values are related to ambient humidity and wood density. The best way to detect the moisture 
content in wood is to continuously measure day after day in order to obtain the corresponding values and be able 
to judge. 
 

 
PRECAUTIONS 

 
- Do not drop the product or use it by force. 

- Do not disassemble the product to avoid breakdowns. 
- Store the product in a dry and clean place. 

- Do not place the product with corrosive gas. 
- Avoid dust and water. 

- Check the battery regularly. 
- Remove the battery when not in use for a long period of time. 
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Technical especifications 
 

Product name Moisture meter in walls and wood 

 Model KC-310B-1 

Measuring range in wood 5%-50% 

Measuring range in building materials 1.5%-33% 

Accuracy ±2% 

Screen Disconnection 15 seg 

Auto Power Off 3 minutes without activity 

Low battery indicator <7V 

Power supply a 9V battery (6F22 O 6LR6) not included 

Consumption <25mA 

Working temperature 0ºC~50ºC 

Working Humidity <90% HR without condensation 

Storage -20ºC~60ºC, <85% (without battery) 

Dimensions 145mm x 62mm x 27mm 

Weight 86g (without battery) 

 
 
Warranty 
 
The product is warranted to be free from defects in material, workmanship for a period of one year from the date of 
purchase. 
Note: The warranty does not apply under the following conditions: 
- Unauthorized disassembly may invalidate the warranty. 
- We are not responsible for any damage resulting from abrasion, water, falls or disassembly. 
Tips: Many parts of the product can be recycled, please refer to your local regulator for recycling instead of throwing it in 
the trash.. 
 


